
 
 

Thank you for purchasing AV500+ AED Trainer. 

� Please read the instruction manual carefully before 

operating the device. 

� Please keep this manual available for future reference. 

Atout Plus 

514-253-4481   /   1-877-767-8887 

www.atoutplus.com 

WARNING!  The AV500+ AED Trainer is a training device only. 

NO SHOCK WILL BE DELIVERED! 

 

PRODUCT CONTENT 

• Main Body (Plug-in Card included) and Remote Control. 

• Wire Connectors: 1 for adult (yellow), 1 for child (pink). 

• 4 training pads pairs: 2 for adult, 2 for child. 

• DC Adapter, Instruction Manual and Storage Bag. 

 

 

BEFORE TRAINING SESSION 

• Connect the wires with according training pads.  

 

 

 

 

• Insert 3 AA batteries in the Main Body Battery 

Compartment or connect Main Body to main current with 

DC adapter.  Insert 2 AAA batteries in the Remote Control.  

Test Unit and get to know the different scenarios.  
 

QUICK START 

1- Turn on the trainer.  Change language if needed by 

pressing Lan button on the Remote or by pressing both 

arrow button at the same time (hold 3 sec.)  

Note:   Last language setting has been stored and maintained. 
 
2- Select training scenario if needed by pressing arrows 

buttons located on unit right side. 

Note:  Last scenario setting has been stored and will play again 
even if the unit has been turned off. 
 
3- Attach pads on the appointed place of manikin (look at 

pictures on pads) and insert the connector into the orange 

LED flashing socket.  Connector insertion initiates analysis. 

Note: Don’t bend or stretch wires excessively. Please hold the 
connector plug, not the wires, when pulling it out of the unit. 
 
4- Follow the voice prompts, according to the selected 

scenario. 

 

 

SCENARIOS 

No Description 

1.  • Shock Advised 

• No Shock Advised 

(Then repeats) 

2.  • 3 Shock Advised 

• No Shock Advised 

3. Poor Pad Connection 

     

• Poor pad connection (10 

sec.) 

• Shock advised 

• No Shock Advised 

4.  • 2 Shock Advised 

• No Shock Advised 

 (Then repeats) 

5. • No Shock Advised 

throughout 

6. Detect Motion 

 

• Detect Motion 

• Shock Advised 

• No Shock Advised 

7. Low Battery 

 

• Low Battery 

• No Shock Advised 

8.  Low Battery 

 

• Low Battery 

• 2 Shock Advised 

• No Shock Advised 

Note: The AV500+ emits a sound and flashes to indicate correct 
rhythm during CPR.  

 

MAINTENANCE 

Pads: 

• The pads should last for several training sessions.  

• Between uses, please stick pads with its original cover. 

• If the stickiness of pads declines, users can try washing the 

pads with water for a few seconds, and then shaking gently 

before to stick pads on the original cover. DO NOT LET 

THEM DRY THOROUGHLY. 

• Don’t wipe or scrape the Gel side of pads with paper nor 

cloth nor nails nor brush. 

• Don’t wash pads frequently, and don’t use detergent nor 

hot water. 

 

Main Body: 

• After shutting off power, make sure to pull out the pads’ 

connector from the main body. 

• If the main body is dirty, use a soft cloth with water or 

neutral detergent (but you must wring it dry) to wipe it 

softly. 

• Do not use abrasive cleaning substances. 

• Do not soak the AED training unit with any fluid, use damp 

non-abrasive cloths only. 

 

STORAGE PRECAUTIONS 

• Do not store unit and pads in locations subjected to direct 

sunlight, high temperature, humidity, moisture, dust or 

corrosive gas. 

• Store the main body, electrode pads, wire leads and 

instruction manual in the bag provided. 



DESCRIPTION 
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           7.               Specifications 

 8.                   Model No: AV 500+ 

Power Supply: DC 4.5 V / 3 AA battery 

Size: 155 x 130 x 45 mm 

Static Current: < 10 µA 

Maximum Current: < 300 mA  

1. On / Off button 

Press once to turn unit on and initiate voice prompts.  Press again to turn off. 

 

2. Pads Connector Socket 

The LED flashes to indicate the socket location when it’s time to insert the training pads 

connector. 

 

3. Scenario Selection / Language Selection 

4. Scenario Selection / Language Selection  

Press these buttons to scroll through scenarios. 

Press both buttons simultaneously and hold 3 seconds to change prompts language. 

 

5. Volume Control for voice prompt. 

 

6. SHOCK Button 

The button flashes when the unit is ready to deliver a shock.  Press to deliver a simulated 

shock. 

 

7. DC Input 

The AED Trainer can also use main power.  Please only use adapter provided. (DC4.5V / 

300mA). 

Notes: Take out batteries while an adapter is connected. 
      Using adapter does NOT recharge batteries. 

 

8. Audio Out 

To connect external speakers 

 

9. Pause 

Press once to temporarily stop all operations of the unit.  Press again to resume scenario. 

REMOTE CONTROL 

 

           Language selection 

 

 

            Scenario selection 1-8 

 

 

 
           “For future use”         Play 

           Pause 

           No shock advised 

Poor pads connection 

Good pads connection         Shock advised 

 

           Error Button 

           Low Battery 

 

            Motion      Scenario selection 1-8 

                 artifact 

 

 

Remote Control 

Power Supply: DC 3  V / 2 AAA battery 

Static Current: < 5 µA 

Maximum Current: < 10 mA  

 

REPLACEMENT OF THE PLUG-IN CARD 

1. Open the Card Compartment. 

2. Push rightward and hard to dislodge card and take it out. 

3. Insert new card, then push inward and hard. 

4. Replace the compartment cover.  Test unit.  If an error occurs, remove card and try plug 

in the card again. 
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